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Ballon pendant

The Ballon Pendant is a truly unique 
pendant lamp, having the ability to 
transform endlessly according to 
different rooms, spaces and 
atmospheres.  
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Adjustable panels: large 250 mm, small 110 mm  
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L-model 
+ 150 mm

280 mm

1-2 Unit Canopy

3 Units Canopy

Extension tube

Canopy models

model option specifications

Oak Walnut Black White

180 mm

L- model

Ballon pendant

The Ballon Pendant comes in two 
options: the L-model and the S-
model. The length of the frame 
can be adjusted with extension 
tube. The frame comes in black, 
white or 24K gold coating , and 
the canopy's material can be 
chosen accordingly . 
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53Adjustable panels, 
Panels rotate 330 degrees: Large 250 mm, Small 110 mm   
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Canopy cover

Ballon pendant
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ballon pendant 1 Unit

ballon pendant 2 Unit

ballon pendant 3 Unit

model examples

75
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large 250 mm

Adjust the frame 
and tighten it

Small 110 mm

Available colors 
and materials

Wood Surface Finish: Lacquer

Oak Walnut Black White

Rated Power 
Voltage 
Output 
 
Canopy
 
Frame, Canopy
color

       
 

Kelvin 
Lumen 

CRI 

Package Size 
Package Weight

13-44 W 

180-295V 50/60 Hz,  

18 - 57V 500mA (standard), 600, 700mA 

 

1-2 unit 180mm x 40mm,

White RAL 9003 fine efekt

Black RAL 9005 fine efekt

 

220 lm per panel, 500mA
320 lm per panel, 700mA

 

 

 

97, R9=87 

 

900-1600 x 480 x 150 mm, U1 unit 

5,5 kg

Indoor use only        non-user replaceable light source   IP20

500 , 600 ,
700 mA

Drivers /Built- in

      DALI, PUSH DIM

  

LCM-40DA

CASAMBI DIM LCM40BLE

Technical specifications

 2700 K, 3000 K 

3 unit 280mm x 40mm 

330

13 W 500mA

Canopy bodyCanopy body

21 W 500mA

31 W 500mA

Frame 

24K
Gold plated

Canopy body
and 110 mm panel
color 

Black White
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