
PALOS
CARRÉ 2.0
416574A4

GENERAL
Floor
Surface
Anthracite Grey
IP65
Exterior
1180 lm
RAL 7016 a

LED
3000 K

OPTICAL
Wide Flood

PHYSICAL
Length 130 mm
Width 90 mm
Height 30 mm
0.94 kg
1.3 m cable

ELECTRICAL
phase-cut dim
100 - 240 V
Total connected power 19 W
PC1
Safety distance 0.3 m
a RAL Palette colors may deviate slightly due
to production conditions.
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[’416574A4’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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PALOS
CARRÉ 2.0
416574A4

BASE 870

BASE 870
TYPE COLOUR L·W·H (MM) ORDERCODE

with fixation plate Anthracite Grey 170·70·870 9 1 0 0 1 0 A 0

with fixation plate Jet Black 160·91·870 9 1 0 0 1 0 B 0

with fixation plate Dark Grey Texture 170·70·870 9 1 0 0 1 0 D 0

with fixation plate Bronze 160·91·870 9 1 0 0 1 0 Q 0
with concrete ground fixa-
tion Anthracite Grey 130·30·870 9 1 0 0 7 0 A 0
with concrete ground fixa-
tion Jet Black 130·30·870 9 1 0 0 7 0 B 0
with concrete ground fixa-
tion Dark Grey Texture 130·30·870 9 1 0 0 7 0 D 0
with concrete ground fixa-
tion Bronze 130·30·870 9 1 0 0 7 0 Q 0

BASE 670

BASE 670
TYPE COLOUR L·W·H (MM) ORDERCODE

with fixation plate Anthracite Grey 170·70·670 9 1 0 0 1 8 A 0

with fixation plate Jet Black 160·91·670 9 1 0 0 1 8 B 0

with fixation plate Dark Grey Texture 170·70·670 9 1 0 0 1 8 D 0

with fixation plate Bronze 160·91·670 9 1 0 0 1 8 Q 0
with concrete ground fixa-
tion Anthracite Grey 130·30·670 9 1 0 0 7 8 A 0
with concrete ground fixa-
tion Jet Black 130·30·670 9 1 0 0 7 8 B 0
with concrete ground fixa-
tion Dark Grey Texture 130·30·670 9 1 0 0 7 8 D 0
with concrete ground fixa-
tion Bronze 130·30·670 9 1 0 0 7 8 Q 0

BASE 470

BASE 470
TYPE COLOUR L·W·H (MM) ORDERCODE

with fixation plate Anthracite Grey 170·70·470 9 1 0 0 1 6 A 0

with fixation plate Jet Black 160·91·470 9 1 0 0 1 6 B 0

with fixation plate Dark Grey Texture 170·70·470 9 1 0 0 1 6 D 0

with fixation plate Bronze 160·91·470 9 1 0 0 1 6 Q 0
with concrete ground fixa-
tion Anthracite Grey 130·30·470 9 1 0 0 7 6 A 0
with concrete ground fixa-
tion Jet Black 130·30·470 9 1 0 0 7 6 B 0
with concrete ground fixa-
tion Dark Grey Texture 130·30·470 9 1 0 0 7 6 D 0
with concrete ground fixa-
tion Bronze 130·30·470 9 1 0 0 7 6 Q 0

[’416574A4’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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PALOS
CARRÉ 2.0
416574A4

BASE 270

BASE 270
TYPE COLOUR L·W·H (MM) ORDERCODE

with fixation plate Anthracite Grey 170·70·270 9 1 0 0 1 4 A 0

with fixation plate Jet Black 160·91·270 9 1 0 0 1 4 B 0

with fixation plate Dark Grey Texture 170·70·270 9 1 0 0 1 4 D 0

with fixation plate Bronze 160·91·270 9 1 0 0 1 4 Q 0
with concrete ground fixa-
tion Anthracite Grey 130·30·270 9 1 0 0 7 4 A 0
with concrete ground fixa-
tion Jet Black 130·30·270 9 1 0 0 7 4 B 0
with concrete ground fixa-
tion Dark Grey Texture 130·30·270 9 1 0 0 7 4 D 0
with concrete ground fixa-
tion Bronze 130·30·270 9 1 0 0 7 4 Q 0

BASE 170

BASE 170
TYPE COLOUR L·W·H (MM) ORDERCODE

with fixation plate Anthracite Grey 170·70·70 9 1 0 0 1 3 A 0

with fixation plate Jet Black 160·91·170 9 1 0 0 1 3 B 0

with fixation plate Dark Grey Texture 170·70·170 9 1 0 0 1 3 D 0

with fixation plate Bronze 160·91·170 9 1 0 0 1 3 Q 0
with concrete ground fixa-
tion Anthracite Grey 130·30·170 9 1 0 0 7 3 A 0
with concrete ground fixa-
tion Jet Black 130·30·170 9 1 0 0 7 3 B 0
with concrete ground fixa-
tion Dark Grey Texture 130·30·170 9 1 0 0 7 3 D 0
with concrete ground fixa-
tion Bronze 130·30·170 9 1 0 0 7 3 Q 0

[’416574A4’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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