Package contents

2700 x 80

Name: CAPSULA PC966
Suspension light

Components 5 assembled lights with light sources, 1 metal ceiling canopy with bracket (1, 2, 4), 4

included with unit: installation hooks, 10 plastic cable stops (2), 4 hex screws M5x16 (4), 1 hex key size 2.5
(4), 6 terminal connectors, 1 electronic ballast XV/24V (3), 1 RF receiver/transmitter
(for RF version) (3), 1 ballast DALI/PWM (for DALI version) (3), 1 phase-cut ballast (for
AC phase-cut version), 1 terminal box (3), 1 end cap key (5), cotton gloves, installation

manual
Assembly
Power must be switched off at main circuit panel prior to installation!
Installation must be carried out by a qualified electrician only.
The manufacturer assumes no liability for damage resulting from incorrect installation.
1. Installation of the ceiling canopy bracket and lights

- Secure the ceiling canopy bracket to the ceiling.

- With regard for various types and conditions of ceiling materials, we recommend consulting installation with an
expert. The manufacturer assumes no liability for incorrect installation or defects in the material to which the brack-
et is secured.

- Use anchors of sufficient strength only (not included with unit).

- Secure the ceiling canopy bracket to the ceiling using at least eight anchor points.

- Using the installation hooks, hang the ceiling canopy on the bracket.

- The ceiling canopy is now ready for installation of the lights.

- Pass the power cables through the metal ceiling canopy, adjust their length, and fix the position of the lights with
the plastic cable stops. Use a flathead screwdriver to tighten the screw in the cable stop to prevent the cable from
sliding out (1-1.5Nm). Each light, with the horizontal light source serving as its axis, must not be angled more
than 30°.

3. In the terminal box, connect the lighting assembly to the building wiring.
- Arrange the cables and electronics in the ceiling canopy so that the cables are not excessively bent or their insula-
tion damaged.

4. - Remove the metal ceiling canopy from the installation hooks and use the M5x16 hex screws and hex key to secure
the ceiling canopy to the bracket. Ensure the components and cables are arranged neatly within the canopy. Do not
tighten the hex screws completely - we recommend installing them so that they protrude at least 1 mm from the
canopy.

Ensure that the lighting assembly has been correctly installed according to the installation manual. Switch on pow-
er at the main circuit panel and test the functionality of the light. Prior to shipping, the functionality of each light
and its components is thoroughly tested. The manufacturer assumes no liability for the mishandling of products.

5.

Cleaning the internal parts + replacing the light source:

- Only clean the internal parts of the light after it has been taken down and disassembled.

- Begin by disassembling the light.

- Remove the metal caps from both ends of the light. Next, unscrew the sleeve nuts and pull the power connectors out of
the light source.

- Place the disassembled light on a soft surface with the inner glass facing up. Using the key, remove the metal end cap.

- Carefully remove the inner glass.

- Hold the light source and turn the light so that it is in a horizontal position.

- Remove the second metal end cap and remove the light source from the inner glass.

- After cleaning the glass parts, reverse the steps to reassemble the light.

- In order to replace the light source, follow the steps for cleaning. Replace the defective light source with a new one and
reassemble the light.

Installation time: 60 minutes (3 persons)
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Obsah baleni

2700 x 80

Nazev: CAPSULA PC966
zaveésne svitidlo

Komponenty, které  5x zkompletované svitidlo véetné svételného zdroje,

jsou soucasti baleni: 1x kovovy baldachyn s drzakem (1., 2., 4.) , 4x instalacni hacky, 10x plastova zarazka
kabelu (2.), 4x imbusovy Sroub M5x16 (4.), 1x imbusovy kli¢ vel. 2.5 (4.), 6x pfipojovaci
svorkovnice, elektronicky predradnik 1x XV/24V (3.), RF pfijimac+vysilac 1x (u RF verze)
(3.), predradnik DALI/PWM (u DALI verze)(3.), predfadnik Phase - cut (u AC Phase - cut
verze) pripojovaci krabice 1x (3.), kli¢ na povolovani patic 1x (5.), bavinéné rukavice,
instalaéni manual

Montazni postup
Pred montazi vypnéte privod elektrického proudu!

Montaz smi provadét pouze pracovnik s odbornou elektrotechnickou kvalifikaci.
Pri nedodrzeni montazniho navodu vyrobce neruci za pripadné vzniklé skody.

1. Instalace stropniho drzaku baldachynu a zavéseni svitidla
- Ke stropu pfisroubujte drzak stropniho baldachynu.
- S ohledem na rlizny typ i stari material(i strop doporucujeme montaz konzultovat s odbornikem. Vyrobce svitidla
neodpovida za nevhodné zvoleny pracovni postup ¢i vady materialu, do kterého se nosny komponent instaluje.
- Zvolte dostatecné silné kotevni prvky (neni soucasti baleni).
- Pripevnéte drzak baldachynu minimalné v osmi bodech.
- Pomoci instalac¢nich hacku, zavéste baldachyn na jiz pfiSroubovany drzak.
- Takto zavéSeny a zajistény baldachyn je pfipraven k instalaci svétel.

2. - Elektrické kabely svitidla protahnéte kovovym baldachynem, upravte délku kabelu, pozici svétla a zafixujte plas-
tovymi zarazkami kabelu. Plochym Sroubovakem zasroubujte Sroub v plastové zarazce kabelu tak, aby byl kabel
dostatécné zajistén proti vysunuti (1-1.5Nm). Uhel naklonéni osy svitidla (osou je horizontalni svételny zdroj),
nesmi byt vétsi nez 30°.

3. V pripojovaci krabici zfidte elektrické propojeni transformatoru s elektroinstalaci.

- Kabelaz s elektronikou uspofadejte ve vnitinim prostoru baldachynu tak, aby nedoslo k nadmérnému ohybu kabell
nebo k poskozeni kabelové izolace.

4. - Sejméte kovovy baldachyn z instalaénich hackl a pomoci imbusovych §roubkd a imbusového klice pfiroubujte
baldachyn k stropnimu drzaku.

- Pomoci imbusovych $roubtd (M5x16) a imbusového klice pfisroubujte baldachyn k stropnimu drzaku.

Dbejte pfitom na fadné urovnani komponentd a kabeld vné baldachynu. Imbusové Srouby zcela

nedotahujte - doporucujeme je instalovat tak, aby jejich konec vy¢nival minimalné 1mm nad plast baldachynu.
Ujistéte se, Ze jste svitidla zavésili dle navodu vyse, zapnéte prislusny jisti¢ a ovérte funkénost svitidla.

U kazdého svitidla véetné jeho komponenti je pfed expedici dukladné zkontrolovana jeho funkénost. Vyrobce
nenese odpovédnost za nespravné zachazeni s produkty.

5

Cisténi vnitinich éasti + vymeéna svételného zdroje:

- Cisténi vnitnich ¢asti provadéjte vzdy na sejmutém a demontovaném svitidle.

- Svitidlo nejprve rozlozte na jednotlivé segmenty.

- Na obou stranach svitidla od$roubujte vicko kovové patice. Poté odSroubujte prevleéné matice napajecich konektord, které
od svételného zdroje odpojte vytazenim.

- Demontované svitidlo polozte na mékkou podlozku tak, aby vnitti sklo bylo smérem nahoru. Pomoci klice vysroubujte
kovovou patici.

- Opatrné vyjméte vnitini sklo.

- Pridrzte svételny zdroj a otocCte svitidlo tak, aby zdroj byl v horizontalni poloze.

- Vysroubujte druhou kovovou patici a vyjméte svételny zdroj z vnéjsiho skla.

- Po vycisténi sklenénych ¢asti postupujte podle uvedeného navodu v opacném sledu.

- Pro vyménu svételného zdroje postupujte stejné jako u ¢isténi. Nefunkcni svételny zdroj vymeénte za novy a opacnym pos-
tupem slozte svitidlo do pGvodniho stavu.

Doba instalace: 60 min (3 osoby)
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