


BROKIS®

LIGHT TEST PROTOCOL - MEASURED ELECTRICAL VALUES 

The light must be switched on for testing! 
Testing must be conducted by a qualified electrician only! 

Light type (PC) 

Light serial number (ICSCO) 

Dimming system 

1) lnput voltage (UIN) into voltage/current supply:

+ 

LED DRIVER 

2) Output voltage (UOUT) from voltage/current supply: 

LED DRIVER 

3) Output voltage (UDIM) from dimmer:
(if the light is equipped with a dimmer)

LED DRIVER 

4) lnput voltage (ULED) into light source:
(measured on light source terminals)

LED DRIVER 

5) lnput current (IOUT) into light source:
(measured at light source) 

LED DRIVER 

test date: ................................ . 

LED 

DIMMER 

EXAMPLE EXISTING MODEL 

230V 

24V 

24V 

24V 

0,29A 

tester name and signature: ............................................................ . 



EXPLANATION OF LIGHT TEST PROTOCOL RESULTS 

1) Input voltage to power source (LED driver) = 0 V
- switch in off posi�on
- breaker switch in off posi�on
- damaged input wire
- damaged or disconnected power cable terminals
- LED driver short circuit = damaged wire between driver output and dimmer or

the light itself (light source)

2) Output voltage from power source (LED driver) = 0 V
- damaged power source (LED driver)

3) Dimmer output voltage = 0 V
- damaged or disconnected dimmer input terminals
- damaged dimmer
- dimmer is set to zero

4) Input voltage to light source (LED module) = 0 V or LED does not light up with voltage in wires
- damaged input wire to light source
- disconnected terminals in light source
- damaged terminals in light source
- reversed polarity on terminals when there is voltage in the wires but the LED

does not light up
- damaged light source when there is voltage in the wires but the LED does not

light up

5) Input voltage to light source (LED module) = 0 V
- damaged input wire to light source
- disconnected terminals in light source
- damaged terminals in light source
- damaged light source
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