
RETO
OUTDOOR 2.0
745262A5

GENERAL
Wall
Recessed
Anthracite Grey
Below IP65
Exterior
330 lm

LED
3000 K

ELECTRICAL
excl. power supply
24 V
LED Inset 7 W
Class 3
Safety distance 0.3 m

PHYSICAL
Length 200 mm
Width 30 mm
Height 80 mm
0.41 kg

CUTOUT
Length 47 mm
Width 182 mm
Min. ceiling thickness 12 mm
Recessed depth 40 mm

Project

Type

Notes

Quantity

Date

Rectangular wall recessed luminaire made from aluminium; surface Anthracite Grey; powder coated; matt
texture; recessed depth 40 mm; suitable for ceiling thickness of min. 12 mm; PCB 3-step binning; light
colour 3000 K; degree of protection IP65; PC3; driver not included; light source not replaceable;RETO OUTDOOR 2.0
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[’745262A5’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BV apply.
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RETO
OUTDOOR 2.0
745262A5

MOUNTING

Concrete Housing
L·W·H (MM) ORDERCODE

122·55·190 9 0 0 1 2 0 4 2

Recessed Housing incl. plasterkit
L·W·H (MM) ORDERCODE

160·67·250 9 0 0 1 2 0 4 3

ELECTRICAL

Driver
TYPE L·W·H (MM) ORDERCODE

35W | 24V | IP67 175·31·42,5 9 0 2 1 2 8 0 2

100W | 24V | IP67 178·68·39 9 0 2 1 2 9 0 3

[’745262A5’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BV apply.
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