
BISHOP
4.0
218100GG

Project

Type

Notes

Quantity

Date

GENERAL
Ceiling
Suspended
Greyish Green
IP20
Interior

LED
Lamp E27
E27
Socket E27
Max. power 25 W

PHYSICAL
Diameter 400 mm
Height 310 mm
1.1 kg

ELECTRICAL
220 - 240 V
PC1
0.3 m

BISHOP_4.0_E27_CEILING_SUSPENDED_

_DRAWING

ø400

31
0

m
ax

. 
20

00
 | 6

00
0

ø82

28

218100GG The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%,
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No
liability is assumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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BISHOP
4.0
218100GG

SUSPENSION OPTIONS

Suspension Set
TYPE COLOUR LENGTH (MM) ORDERCODE

BISHOP 4.0 and 6.0 | 2.0m Signal Black 2000 9 0 0 1 5 1 1 9

BISHOP 4.0 and 6.0 | 2.0m Pure White 2000 9 0 0 1 5 1 2 0

BISHOP 4.0 and 6.0 | 6.0m Signal Black 9 0 0 1 5 1 2 7

BISHOP 4.0 and 6.0 | 6.0m Pure White 9 0 0 1 5 1 2 8

BISHOP 4.0 and 6.0 | 2.0m Grey Texture 2000 9 0 0 1 5 1 3 4

BISHOP 4.0 and 6.0 | 6.0m Grey Texture 9 0 0 1 5 1 3 6

BISHOP 4.0 and 6.0 | 2.0m Red / White 2000 9 0 0 1 5 1 3 8

BISHOP 4.0 and 6.0 | 6.0m Red / White 9 0 0 1 5 1 4 0

DECO LAMPS

A60 LED Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �60·110 9 0 0 3 E 1 0 9

2700K | E27 �60·110 9 0 0 3 E 1 3 8

2700K | E27 �65·128 9 0 0 3 E 1 5 3

ST64 LED Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �65·140 9 0 0 3 E 1 1 0

G95 LED Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �95·135 9 0 0 3 E 1 1 1

2700K | E27 �95·138 9 0 0 3 E 1 5 4

G125 LED Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �125·165 9 0 0 3 E 1 1 2

218100GG The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%,
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No
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