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WEVER & DUCRE

LIGHTING

CHART
ASYM 1.6

75265714

GENERAL
Floor

Recessed

Inox
1P67
IK08
Exterior
690 Im

LED

3000 K

CRI 80

L60 /50000 h
3-step binning

OPTICAL
Wallwasher

PHYSICAL
Length 160 mm
Width 160 mm
Height 173 mm
1.8kg

ELECTRICAL

phase-cut dim IP67 @ A g(_o!})D
220-240V

Total connected power 15 W
PC2

Safety distance 0.3 m

CUTOUT
Diameter 150 mm
Recessed depth 185 mm

LIGHT DISTRIBUTION

—— CO/C180  @°
- -+ €90/C270

Project

Type

Notes

Quantity

Date

['75265714°] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those for December 15, 2020

the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is assumed

for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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WEVER & DUCRE

LIGHTING

CHART
ASYM 1.6

75265714

MOUNTING

Recessed Housing
TYPE @-H (MM) ORDERCODE
MAP 1.6 | CHART 1.6 2213175 90012204

['75265714°] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those for December 15, 2020
the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is assumed

for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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	Project   2400040: 
	Type   2400040: 
	Notes   2400040: 
	Quantity   2400040: 
	Date   2400040: 


