
G4 1.2F

LED bulb G4

– LED dimmable filament G4 bulb

LED bulb specification:

• LED filament technology

• Continuous and flicker free dimming
supporting PWM technology

• High color rendering index for spectacular
light quality over CRI90+ (Standard) or
CRI80+ (on demand)

• Wide color temperature range from 2200K
up to 6500K (on demand) with standard
versions 2700K, 3000K and 4000K

• Standard design of LED bulb for easy
replacement of old style halogen bulbs

• Dimensions: Ø10x28,4mm (36mm with
pins)

• 3 variations of glass surface finish: Opal
matt(OD), Frozen matt(FD), Clear (CD)
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Model series Item No. EAN Power (W) Lumen (lm) Kelvin (K) CRI Angle IP 
VDC

(Input)

G4 1.2FOD
Opal

G4 1.2FOD 927 1,2W +/-5% 91,92lm +/-5% 2700K CRI90 330° IP20 12VDC

G4 1.2FOD 930 1,2W +/-5% 96lm +/-5% 3000K CRI90 330° IP20 12VDC

G4 1.2FOD 940 1,2W +/-5% 102lm +/-5% 4000K CRI90 330° IP20 12VDC

G4 1.2FFD
Frozen

G4 1.2FFD 927 1,2W +/-5% 2700K CRI90 330° IP20 12VDC

G4 1.2FFD 930 1,2W +/-5% 3000K CRI90 330° IP20 12VDC

G4 1.2FFD 940 1,2W +/-5% 4000K CRI90 330° IP20 12VDC

G4 1.2FCD
Clear

G4 1.2FCD 927 1,2W +/-5% 2700K CRI90 330° IP20 12VDC

G4 1.2FCD 930 1,2W +/-5% 3000K CRI90 330° IP20 12VDC

G4 1.2FCD 940 1,2W +/-5% 4000K CRI90 330° IP20 12VDC
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