Q Project

WEVER & DUCRE
LIGHTING 'Iype

LINUS Notes
2.0

726273A4 Date

Quantity

GENERAL
Floor

Surface
Anthracite Grey
1P65

Exterior

235Im

7016F]

LED

3000 K

CRI 80

L70 /50000 h
3-step binning

PHYSICAL
Length 70 mm
Width 70 mm
Height 250 mm
0.99 kg

ELECTRICAL
220-240V
Total connected power 7.2 W

PC2
Safety distance 0.3 m IP65 IE‘ A §60!3—>D

A RAL Palette colors may deviate slightly due
to production conditions.
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['726273A402°] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, December 15, 2020
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is

assumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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WEVER & DUCRE

LIGHTING

LINUS
2.0

726273A4

BASE

BASE 150

TYPE COLOUR L-W-H (MM) ORDERCODE
LINUS Anthracite Grey 110-110-150 910024A0
LINUS Dark Grey Texture 110-110-150 910024DO0
LINUS Brown Texture 110-110-150 910024Y0
BASE 350

TYPE COLOUR L-W-H (MM) ORDERCODE
LINUS Anthracite Grey 110-110-350 910026A0
LINUS Dark Grey Texture 110-110-350 910026DO0
LINUS Brown Texture 110-110-350 910026Y0
BASE 550

TYPE COLOUR L-W-H (MM) ORDERCODE
LINUS Anthracite Grey 110-110-550 910028A0
LINUS Dark Grey Texture 110-110-550 910028D0
LINUS Black Texture 110-110-550 910028Y0
GROUND SPIKE

Ground Spike

TYPE L-W-H (MM) ORDERCODE
LINUS 112-112-357 90013103
Ground Fixation

TYPE L-W-H (MM) ORDERCODE
LINUS 112-112-359 90013302

['726273A402°] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%,
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is
assumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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