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GENERAL
Floor

Recessed

Inox

1P67

IK08

Exterior

290 Im

LED
3000 K

CRI 80

L70 /50000 h

3-step binning

OPTICAL
Beam angle 45°

PHYSICAL

Diameter 55 mm

Height 95 mm

0.38kg

ELECTRICAL
220-240V

Total connected power 5.1 W

o7 (O] m §<03-D

PC2

Safety distance 0.3 m

CUTOUT

Diameter 41 mm

@55

Recessed depth 100 mm

LIGHT DISTRIBUTION
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['7511631403’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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CONE DIAGRAM

45°
h (m) E0°(x) o(m)
1 465 0.83
2 116 1.66
3 51 2.49
4 29 3.32
5 18 415
MOUNTING

Recessed Housing

TYPE
MAP 0.6 | CHART 0.6

['7511631403’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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