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WEVER & DUCRE

LIGHTING

RON
3.0 LED

111361B5

GENERAL
Ceiling

Recessed

Jet Black

IP20

Interior

159CF]to 2130Pllm
9005[]

LED

3000 K

CRI 90

180 /50000 h
3-step binning

OPTICAL
Flood
Beam angle 36°

PHYSICAL
Length 330 mm
Width 110 mm
Height 85 mm
11kg

Standard Springs ‘@ o~
Tilt max 35° C d) A

Rotation 355°

ELECTRICAL

excl. power supply

18V
Total connected power 248to 350
LED Inset 188to 260 W

618 to 668 1m/W

3508 to 5000 mA

PC3

0.3m

CUTOUT

Length 102 mm

Width 320 mm

Min. ceiling thickness 4 mm

Max. ceiling thickness 25 mm
Recessed depth 90 mm

4350mA
b 500mA

¢ RAL Palette colors may deviate slightly due
to production conditions.

LIGHT DISTRIBUTION
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111361B5 The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%,
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No

liability is assumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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WEVER & DUCRE

LIGHTING

RON
3.0 LED

111361B5
CONE DIAGRAM

flood 36° 350mA flood 36° 500mA
h (m) EO° (Ix) o (m) h (m) EO° (Ix) o (m)
1 3460 0.65 1 4630 0.65
2 864 1.29 2 1160 1.29
3 384 1.94 3 515 1.94
4 216 258 4 289 258
5 138 3.23 5 185 3.23
ELECTRICAL

Power Supply 350mA | 500mA | 700mA

TYPE L-W-H (MM) ORDERCODE
20W | 350mA 25-50V | 500mA 20V-4 |
700mA 14V-28,5V 101.5-51-29.5 90218601

Power Supply 350mA

TYPE L-W-H (MM) VOLTAGE ORDERCODE
15W | 21-42V | phase-cut dim  101.5-51-20.5 21-42V 90223503
10W | 14-28V | 1-10V dim 101.5-51-29.5 14- 28V 90223401
10W | 12-28V | phase-cutdim ~ 102-38-21 12- 28V 90223402
10W | 2.5-26V | DALI dim

5-100% 124-31-21 2.5-26V 90243401

Power Supply 500mA

TYPE L-W-H (MM) VOLTAGE ORDERCODE

15W | 13.5-30V | phase-cut

dim 5-100% 102-51-30 13.5 - 30V 90224501

21W | 28-42V | phase-cut

dim 5-100% 101.5-51-29.5 28-42V 90224701

21W | 16-42V | phase-cut dim 110-52-22 16 - 42V 90224702

20W | 5-40V | DALI 0-100% 111-52-22 5-40V 90244602

25W | 20-50V | DSI | switch

dim | DALI 1-100% 130-43-31 20 -50V 90254603

12W | IP67 | 2-26V 81-40-23 2-26V 90214402

10W | 11-20V 101.5-51-29.2 11- 20V 90214405

10W |11-20V | 1-10V dim 100-43-22.5 11- 20V 90234401

10W | 2.5-20V | DALI 1-100% 124-31-21 2.5-20V 90244401

111361B5 The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, May 6, 2020
those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No
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