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WEVER & DUCRE

LIGHTING

Project

Type

SHIEK Notes
4.0 E27 Quantity

2344E0KO Date

GENERAL

Ceiling , Suspended

Black Matt + Gold

1P20

Interior

Output: 3551Im

CIE flux code: 529199100 46

LED

Lamp A60
Socket E27
max. 200 W
2700 K
CRI>90

OPTICAL
UGR<19
>1500 cd/m?2

ELECTRICAL
100-240V
LED Inset 9.3 W
Class 1

PHYSICAL

Diameter 250 mm @ A

Height 220 mm

0.7kg Ceiling suspended luminaire made from aluminium; surface Black Matt + Gold; inclusive black adjustable

incl. 4.0 m suspension cable suspension max. 4000mm; lamp socket E27; lamp type A60; max. 20W; 100 - 240 V; degree of protec-
tion IP20; PC1; ceiling base not included;

(=}
(=]
(=}
<+
=
(=
N
N
2250
LIGHT DISTRIBUTION
180°
150°
120°
i
200 ) age
cd/kim 190
i
//
60°
" 30°
—— C0/C180
['2344E0K0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those February 1, 2024

for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BV apply.
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WEVER & DUCRE

LIGHTING

SHIEK
4.0 E27

2344E0KO

LAMPS

A60 LED Lamp

TYPE @-H (MM) ORDERCODE
2700K | E27 260-110 9003E152
WALL BASE

WALL BASE

TYPE COLOUR @-H (MM) ORDERCODE
for 1luminaire White 282:32 90019195
for 1 luminaire Black 282-32 90019196

Cable Wall-Ceiling Bracket

COLOUR @-H (MM) ORDERCODE
White 216-30 90019197
Black 216-30 90019198

SINGLE SUSPENSION

Invisible ceiling base

COLOUR L-W (MM) ORDERCODE
Black 140-66 90015195
White 140-66 90015196

Single base

TYPE COLOUR @-H (MM) ORDERCODE
ceiling base round Black 284-29 90052021
ceiling base round White 284-29 90052022

Semi recessed base

TYPE COLOUR @-H (MM) ORDERCODE
for shades without steel wire
only White 284-72 90052026
for shades without steel wire
only Black 284-72 90052027

MULTI SUSPENSION

Multiple base round

TYPE COLOUR @-H (MM) ORDERCODE
up to max. 4 luminaires White 2123-44 90052005
up to max. 4 luminaires Black 2123-44 90052006
up to max. 8 luminaires White 2123-44 90052031
up to max. 8 luminaires Black 2123-44 90052032
['2344E0K0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those February 1, 2024

for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BV apply.
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LIGHTING

SHIEK
4.0 E27

2344E0KO

Multiple base linear

TYPE COLOUR L-W-H (MM) ORDERCODE
up to max. 2 luminaires White 600-30-45 90052007
up to max. 2 luminaires Black 600-30-45 90052008
up to max. 3 luminaires White 900-30-45 90052009
up to max. 3 luminaires Black 900-30-45 90052010
up to max. 4 luminaires White 1200-30-45 90052011
up to max. 4 luminaires Black 1200-30-45 90052012
up to max. 5 luminaires White 1500-30-45 90052013
up to max. 5 luminaires Black 1500-30-45 90052014
Cable ring

TYPE COLOUR @-H (MM) ORDERCODE
SHIEK 4.0 | 5.0 Black 260-10 90059121
SHIEK 4.0 | 5.0 Black 260-10 90059122
SHIEK 4.0 | 5.0 White 260-10 90059123
SHIEK 4.0 | 5.0 White #60-10 90059124
OPTIONAL

Hook

TYPE COLOUR @-H (MM) ORDERCODE
standard multi suspension

hook Black 23-83 90052024
standard multi suspension

hook White 23-83 90052025
optional multi suspension

hook Black 25-90 90052065
optional multi suspension

hook White 25-90 90052066

['2344E0K0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BV apply.
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