DATA SHEET

OO LUCE

TILIA

789-56171

TILIA E27 SD WALL / CEILING LUMINAIRE made of steel sheet, white, polycarbonate cover satined white, light output direct, dimmability: see light

source,

IP44 without lamp

DRAWING TECHNICAL DETAILS
400 Bulb type AGL AB0 ECO 20W
f I No.of bulb holders 3x
Y e ——————————— = = Socket E27
Ir | Luminous flux [lm] siehe Leuchtmittel
| | Optics polycarbonate cover
| I Dimming see light source
| : Light output direct
: | Voltage [V] 220-240V 50/60Hz
| | Material steel sheet
[ I 8
! | Length [mm] 400
| | Width [mm] 400
I ! Height [mm] 70
| : IP protection class 1Pay
\L ______________ J) Voltage class protection cl. |
- Shock resistance K10
| 375 | Net weight [kg] 2,20
o~
[ 1 Colour lamp white
8 Colour of glass/shade satined white
EAN-Number 8591728561710
Lifetime [h] siehe Leuchtmittel
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The values are rated values. Power and luminous flux are initially subject to a tolerance of +/- 10%. Colour temperature tolerance: +/- 150 K. The values
apply to an ambient temperature of 25°C unless otherwise specified.

Molto Luce GmbH | EuropastraBe 45 | A-4600 Wels | www.moltoluce.com Subject to technical changes

26.06.2024



