
WIRO
2.0
209600V0

GENERAL
Ceiling
Suspended
Rust
IP20
Interior
290 lm

LED
Lamp A60
E27
Socket E27
max. 60 W

PHYSICAL
Diameter 210 mm
Height 110 mm
0.35 kg

ELECTRICAL
220 - 240 V
Total connected power 5.5 W
PC1
Safety distance 0.3 m
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WIRO CEILING SUSPENDED 2.0 WIRO
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[’209600V0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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WIRO
2.0
209600V0

SUSPENSION OPTIONS

WIRO Decenter 1.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m 9 0 0 1 5 1 6 0

Suspension Set | E27 | 6.0 m 9 0 0 1 5 1 6 1

Suspension Set | E27 | 2.6 m 9 0 0 5 2 0 5 0

Suspension Set | E27 | 6.0 m 9 0 0 5 2 0 5 1

WIRO Plug + Play
TYPE ORDERCODE

Suspension Set | E27 | Cable Plug with dimmer 9 0 0 1 5 1 6 5

WIRO Single Suspension
TYPE ORDERCODE

Suspension Set | without steel wire | 2.6 m 9 0 0 1 5 1 7 1

Suspension Set | without steel wire | 6.0 m 9 0 0 1 5 1 7 2

Suspension Set | with steel wire | 2.6 m 9 0 0 1 5 1 7 5

Suspension Set | with steel wire | 6.0 m 9 0 0 1 5 1 7 6

WIRO Base
TYPE Ø·H (MM) ORDERCODE

Ceiling Surface Base | E27 �100·66 9 0 0 5 1 0 2 5

WIRO Decenter 2.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 2 9 0 0 5 2 0 5 5

Suspension Set | E27 | 6.0 m | for 2 9 0 0 5 2 0 5 6

WIRO Decenter 3.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 3 9 0 0 5 2 0 6 0

Suspension Set | E27 | 6.0 m | for 3 9 0 0 5 2 0 6 3

Ceiling Hook
TYPE Ø·H (MM) ORDERCODE

for WIRO �16·30 9 0 0 5 2 0 6 1

Cable Wall Bracket
TYPE Ø·H (MM) ORDERCODE

only for WIRO textile cable �30·21 9 0 0 5 2 0 6 2

Strain Relief
TYPE Ø·H (MM) ORDERCODE

for WIRO suspension �12.5·13 9 0 0 5 2 0 6 4

[’209600V0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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WIRO
2.0
209600V0

WIRO Decenter 4.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 4 9 0 0 5 2 0 6 7

WIRO Decenter 5.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 5 9 0 0 5 2 0 6 8

WIRO Decenter 6.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 6 9 0 0 5 2 0 6 9

WIRO Decenter 7.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 7 9 0 0 5 2 0 7 0

WIRO Decenter 8.0
TYPE ORDERCODE

Suspension Set | E27 | 2.6 m | for 8 9 0 0 5 2 0 7 1

ELECTRICAL

A60 LED Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �60·110 9 0 0 3 E 1 0 9

2700K | E27 �60·110 9 0 0 3 E 1 3 8

A60 Lamp
TYPE Ø·H (MM) ORDERCODE

2200K | E27 �60·110 9 0 0 3 E 1 2 4

[’209600V0’] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a tolerance of +/- 10%, those
for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially subject to a tolerance of +/- 150 K. No liability is as-
sumed for typographical or printing errors. The general terms and conditions of Wever & Ducré BVBA apply.
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